
e d f SW g p a b z max  x 10-4 nmax m left / right / 
reversive

drive overrun drive overrun drive overrun drive overrun [mm] [mm] [mm] [mm] [mm] [mm] [mm] [mm]  [°] [kgm²] rpm [kg] ISO

GA000-017 100 100 1.000 1.000 100 100 5,7 5,7 75 39 101 97 16 16 14 10,15 6 BB 3 5,20 17.000 0,164 reversive NRHT non

GA000-024 210 210 2.100 2.100 200 200 11,5 11,5 75 39 101 97 24 24 14 10,15 6 BB 3 5,40 17.000 0,240 reversive NRHT non

GA000-023 230 230 2.300 2.300 210 210 12,0 12,0 80 40 115 112 20 20 18 12,15 6 BB 3 5,60 14.900 0,320 reversive NRHT non

GA000-013 260 260 2.600 2.600 240 240 13,8 13,8 80 40 115 112 22 22 18 12,15 6 BB 3 6,20 14.900 0,355 reversive NRHT non

GA000-025 210 210 2.100 2.100 230 230 13,2 13,2 85 40 120 113 18 18 16 10,15 6 BB 3 5,80 14.300 0,300 reversive NRHT non

GA000-029 420 420 4.200 4.200 215 215 12,3 12,3 96 46 132 126 30 30 18 12,15 6 BB 3 12,20 13.000 0,525 reversive NRHT non

GA000-014 280 280 2240 2240 300 300 17,2 17,2 106 63 143 134 18 18 18 14,09 6 RB 2 11,15 12.000 0,370 reversive NRHT non

GA000-014-Z1 280 280 2240 2240 300 300 17,2 17,2 106 63 143 134 18 18 18 / 14 10,15 / 14,09 6 RB 2 11,10 12.000 0,400 reversive NRHT 3 x 

GA000-014-Z2 280 280 2240 2240 300 300 17,2 17,2 106 63 143 134 18 18 14 10,15 6 RB 2 11,05 12.000 0,430 reversive NRHT 6 x

GA000-012 400 400 4.000 4.000 350 350 20,1 20,1 120 70 160 153 20 20 18 14,09 6 RB 2 16,90 10.700 0,450 reversive NRHT non

GA000-012-Z1 400 400 4.000 4.000 350 350 20,1 20,1 120 70 160 153 20 20 18 / 14 10,15 / 14,09 6 RB 2 18,40 10.700 0,490 reversive NRHT 3x

GA000-012-Z2 400 400 4.000 4.000 350 350 20,1 20,1 120 70 160 153 20 20 14 10,15 6 RB 2 19,80 10.700 0,530 reversive NRHT 6x

GA000-015 740 740 7.400 7.400 480 480 27,5 27,5 120 65 162 155 30 30 22 16,15 6 RB 2 27,80 10.600 0,783 reversive NRHT non

GA000-016 480 480 4800 4800 260 260 14,9 14,9 120 65 162 155 30 30 22 16,15 6 RB 2 30,00 10.600 0,798 reversive NRHT non

GA000-018 1120 1120 11.200 11.200 700 700 40,1 40,1 140 70 195 180 33 33,1 22 16,15 6 RB 2 74,60 8.800 1,420 reversive NRHT 6x

GA000-018-Z1 1120 1120 11200 11200 700 700 40,1 40,1 140 70 195 180 33 33,1 22 18,15 6 RB 2 70,50 8.800 1,340 reversive NRHT 6x

GA000-018-Z2 1120 1120 11200 11200 700 700 40,1 40,1 140 70 195 180 33 33,1 26 / 22 21,9 / 16,15 6 RB 2 68,00 8.800 1,290 reversive NRHT 3x

GA000-019 1400 1400 11200 11200 1060 1060 60,7 60,7 140 70 195 180 33 33,1 22 18,15 6 RB 2 72,20 8.800 1,370 reversive NRHT 6x

GA000-019-Z1 1400 1400 11200 11200 1060 1060 60,7 60,7 140 70 195 180 33 33,1 22 16,15 6 RB 2 76,20 8.800 1,450 reversive NRHT 6x

GA000-019-Z2 1400 1400 11200 11200 1060 1060 60,7 60,7 140 70 195 180 33 33,1 26 / 22 21,9 / 16,15 6 RB 2 69,60 8.800 1,320 reversive NRHT 3x

GA000-028 1250 1250 12500 12500 700 700 40,1 40,1 160 80 225 210 45,2 45,2 35 26,1 6 BB 3 142,20 7.600 2,060 reversive NRHT non

GA000-026 1550 1550 12400 12400 1375 1375 78,8 78,8 160 80 218 203 33 33 25 20,15 6 RB 2 106,04 5.200 1,590 reversive SBR non

GA000-030 1300 1300 13000 13000 890 890 51,0 51,0 180 98 237 226 47 47 28 22,15 6 BB 3 171,60 7.200 2,080 reversive NRHT non

GA000-027 2040 2040 20400 20400 1420 1420 81,4 81,4 180 98 237 226 37 37 28 22,15 6 RB 2 156,80 7.200 1,900 reversive NRHT non

GAF02-002-0 1800 1800 18000 18000 1520 1520 87,1 87,1 200 112 256 244 36 36 30 24 6 BB 3 151,00 6.700 1,520 reversive NRHT non

S34 2195 2195 17.559 17.559 2.197 2.197 125,9 125,9 220 125 280 260 37 38 30 24,15 6 RB 2 279,78 4.000 2,550 reversive SBR non

GA000-003 3240 1730 32.400 17.300 2.040 1.570 116,9 90,0 220 125 280 260 33 38 30 24,15 6 RB 2 280,00 6.100 2,550 right NRHT non

S33L 2000 2000 16.000 16.000 1.290 1.290 73,9 73,9 200 102 262 246 37 37 28 24 6 RBL 2 273,00 6.500 2,320 reversive NRHT 6x

S43L 3700 3700 29.600 29.600 3.500 3.500 200,5 200,5 261,3 168 324 315 37 37 28 24 8 RBL 2 730,10 5.300 3,510 reversive NRHT 8x

S53L 5900 5900 47.200 47.200 7.300 7.300 418,3 418,3 323,6 235 386 386 37 37 28 24 10 RBL 2 1374,50 4.400 4,380 reversive NRHT 10x

S63L 8600 8600 68.800 68.800 12.300 12.300 704,7 704,7 386,4 301 448,9 448 37 37 28 24 12 RBL 2 2322,30 3.800 5,160 reversive NRHT 12x

S73L 11800 11800 94.400 94.400 19.700 19.700 1.128,7 1.128,7 449,4 366 512 507 37 37 28 24 14 RBL 2 3999,30 3.300 6,020 reversive NRHT 14x

S83L 14200 14200 113.600 113.600 27.100 27.100 1.552,7 1.552,7 512,6 430 575 575 37 37 28 24 16 RBL 2 4026,10 2.900 6,190 reversive NRHT 16x

S93L 15200 15200 121.600 121.600 32.500 32.500 1.862,1 1.862,1 575,9 495 639 639 37 37 28 24 18 RBL 2 5730,90 2.600 6,970 reversive NRHT 18x
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Type of design : BB
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Type of design: RB

Type without inner bushing :
Pretensioning force of the 
screws should be  
max. 50% of the alloved 
fastening torque 
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Type of design: RBL

Type without inner bushing :
Pretensioning force of the 
screws should be  
max. 50% of the alloved 
fastening torque 
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